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Upper and lower discharge chute

Extra large discharge hammers for increased ma-
terial forcing and greater discharge power

200° rotating discharge chute

Wide opening hopper lets you feed leaves, brush, 
stalks, tree-bark and garden waste with ease

Perfect material shredding and mulching and very 
rapid compost production

High quality paint, scratch-proof and weather resis-
tant powder coating

Fully designed and manufactured in accordance 
with the EC safety Rules and Regulations

Growing environmental concern as well as new 
trends and legislations have been resulting into 
relentless increase of the costs for safe and proper 
waste disposal. This has made compost produc-
tion back to an effective way of clearing your gar-
denwaste away. However, to make the most out 
of compost production you need reliable, efficient 
equipment suitable for your needs

All you need for yard clean-up: nearly any organic 
material such as leaves, weeds twigs, hedge 
and shrub pruning, dead flowers, straw, bracken, 
heather and green waste into a beneficial, high 
quality compost.

Optional :

Drive shaft available on request..

Well designed chippers and shredders are coming into more 

frequent use for serious gardeners, country estates, 

landscapers, smallholders and local authorities.

Specifications:

PTO Drive,
Tractor power requirements: 12/16 kW/HP,
Drum width: 240 mm,
Drum Ø: 440 mm,
Drum speed: 2400 RPM,
Timber Ø: max. 120 mm,
Motor rev.: 3600 RPM,
Hammers: 34 pcs.,
Dimensions (W x H x L): 1600 x 1610 x 1700 
mm,
Weight: approx. 238 kg

GSZ 242 Combi (PTO)
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Upper and lower discharge chute

Extra large discharge hammers for increased ma-
terial forcing and greater discharge power

200° rotating discharge chute

Wide opening hopper lets you feed leaves, brush, 
stalks, tree-bark and garden waste with ease

Perfect material shredding and mulching and very 
rapid compost production

High quality paint, scratch-proof and weather resis-
tant powder coating

Fully designed and manufactured in accordance 
with the EC safety Rules and Regulations

The large tank of the GSB 242 Combi model (6,1 l 
or 1.4 UK gal) ensure continuous operation without 
frequent stopping .

Growing environmental concern as well as new 
trends and legislations have been resulting into 
relentless increase of the costs for safe and proper 
waste disposal. This has made compost produc-
tion back to an effective way of clearing your gar-
denwaste away. However, to make the most out 
of compost production you need reliable, efficient 
equipment suitable for your needs

The perfect answer to yard clean-up...

All you need for yard clean-up: nearly any 
organic material such as leaves, weeds twigs, 
hedge and shrub pruning, dead flowers, straw, 
bracken, heather and green waste into a ben-
eficial, high quality compost. 

Specifications:

Gasoline engine drive: 9,6/13 kW/HP,
Drum width: 240 mm,
Drum Ø: 440 mm,
Drum speed: 2400 RPM,
Timber Ø: max. 120 mm,
Motor rev.: 3600 RPM,
Hammers: 34 pcs.,
Dimensions (W x H x L): 1900 x 1610 x 1700 
mm,
Weight: approx. 265 kg

GSB 242 Combi (petrol)

If you are viewing this brochure
electronically, you can go directly to demo 
videos on our website here: View the GSB 242 Combi with 

petrol engine demo video here

http://www.staalmeester.co.za/Videos/BGU_Shredder_GSB%20242%20Combi%20with%20petrol%20engine.html
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GSB 20 Woody (petrol)

Shreds branches up to 65 mm without 
difficulty

Swinging cutting hammers out of spe-
cial hardened steel

Durable rotor with built-in lateral disc 
blade

User-friendly operation system

High quality paint, scratch-proof and 
weather resistant powder coating

Fully compliant to the applicable Work 
Safety Rules and the European EC-
Safety Standards

Available with petrol engine

Specifications:

Petrol engine drive: Honda 3,7/5,0 
kW/HP,
Drum width: 200 mm,
Drum Ø: 300 mm,

Drum speed: 300 RPM,
Timber Ø: max. 65 mm,
Motor rev.: 3600 RPM,
Hammers: 30 pcs..,
Dimensions (W x H x L): 1150 x 1500 x 1050 mm,
Weight: approx. 102 kg

Equipped with shredding hammers and disc blade 

chipping device..


